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39 CASTLE DOWN RD.
PELASANTON, CA 94556
STEVE TANGNEY
925-462-0739
CELL: 408-836-4543
stangney@wcselfstorage.com

WEST COAST SELF STORAGE

NO SCALE

SHEET INDEXGENERAL NOTESSUMMARYVICINITY MAP

ABBREVIATIONS

LEGEND

WORK OF THE ARCHITECT, WHO TAKES NO RESPONSIBILITY FOR THEIR
ACCURACY.

THESE DRAWINGS ARE INCLUDED FOR THE CONTRACTOR'S USE AS A
CONVENIENCE TO THE OWNER.  THEY ARE NOT A PART OF THE CONTRACT
DOCUMENTS PREPARED BY THE ARCHITECT.  THRY  WERE PREPARED BY
OTHERS NOT EMPLOYED BY THE ARCHITECT AND ARE NOT A PART OF THE

F.O.M. FACE OF MASONRY

REDWOOD

WTR.

S.M.H.

T.M.
TYP.

T.C.
TOP OF MASONRY
TOP OF CONCRETE
SEWER MANHOLE

WATER

TYPICAL

RDWD.

MTRS.
N.I.C.
N.T.S.

P.O.C.

SIM.

O.C.
P.L.

M.H.
M.O.

ON CENTER
PROPERTY LINE
POINT OF CONNECTION

SIMILAR

MANHOLE
MASONRY OPENING

NOT IN CONTRACT
NOT TO SCALE

METERS

FIRE

F.O.C.

CONC.
CLR.

F.H.

C.L.

C.B.
"C"

A.C.

CLEAR

FIRE SERVICE

FACE OF CONCRETE
FIRE HYDRANT

CONCRETE

COMPACT

CENTER LINE

CATCH BASIN

ASPHALTIC CONCRETE

PLAN CHANGE / BULLETIN

A

1

ADDENDUM

DETAIL REFERENCE

SECTION REFERENCE

KEYNOTE REFERENCE NUMBER

8
SD2

9
SD2

3

SITE AREA:..............................................

TOTAL BUILDING AREA:..........................

UNFAVORABLE CONDITIONS THROUGHOUT THE DURATION OF

WHEN CIVIL ENGINEERS, ARCHITECTS, CITY AND/ OR COUNTY

GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL

CONSTRUCTION AND MEET THE REQUIREMENTS OF LOCAL

ALL "FIRE LANE" REQUIREMENTS (SIGNS, LETTERS,
GENERAL CONTRACTOR SHALL VERIFY AND PROVIDE IN BID,

CODES AND ORDINANCES CONTRACTOR SHALL BE

NECESSARY FOR PEDESTRIAN AND VEHICULAR SAFETY

PROVIDE PEDESTRIAN OR VEHICULAR PROTECTION

STANDARDS DIFFER, THE MORE RESTRICTIVE SHALL PREVAIL.

AS REQUIRED BY THE LOCAL
AUTHORITIES.

14.

15.

TRAFFIC CONTROL DURING CONSTRUCTION.

13.

12.

GENERAL CONTRACTOR TO PROVIDE EFFECTIVE MEANS OF

ALL CONSTRUCTION VEHICLES SHALL BE EQUIPPED WITH THE

PROVIDE PIPE GUARDS AT ABOVE GROUND UTILITY EQUIPMENT

FOR EXTENT OF OFF-SITE WORK, REFER TO CIVIL DRAWINGS.

ALL PRESENT AND FUTURE BUILDING PADS TO BE ROUGH

PRIOR TO PROCEEDING WITH ROUGH GRADING, CONTRACTOR

THE BUILDING AND ADJOINING AREAS WITH BUILDING DRAWINGS

DRAINAGE IN ALL A.C. PAVING AREAS PRIOR TO INSTALLING
PREPARED BY EACH BUILDING ARCHITECT, CONFIRM POSITIVE

AS REQUIRED BY UTILITY AND GOVERNING AGENCIES.

MOST MODERN NOISE MUFFLERS AVAILABLE AND ALL ENGINES

 COMPANIES PRIOR TO BID AND INCLUDE ALL COST IN BID.

CONTRACTOR TO PROVIDE SOIL PREPARATION AND

ACCORDANCE TO THE SOILS REPORT.  CONTRACTOR TO
OBTAIN THE LATEST FOUNDATION DRAWINGS FROM THE

ALL WORK, MATERIAL, METHODS, ETC. SHALL CONFORM TO ALL

REFER TO CIVIL DRAWINGS FOR SITE DIMENSIONS AND

WALLS AND 3'-0" INSIDE REDWOOD HEADERS (AT PAD
ALL SITE UTILITIES TO BE STUBBED TO 5'-0" FROM BUILDING

10.

11.

9.

COMPLETE ACCORDINGLY.

INFORMATION.  (HORIZONTAL CONTROL PLAN)
7.

8.

6.

GOVERNING BUILDING CODES, REGULATIONS AND AGENCIES.

IMMEDIATELY TO NADEL ARCHITECTS, INC.

GRADED AND COMPACTED PER THE SOILS REPORT.
4.

5.

2.

3.

1.

TO COORDINATE TOP OF FINISH GRADES AT PERIMETER OF

FINISH SURFACE.  REPORT ANY DISCREPANCIES

LOCATIONS), TYPICAL, UNLESS OTHERWISE NOTED.

COMPACTION UNDER ALL BUILDING FOUNDATIONS IN

BUILDING CONTRACTOR OR ARCHITECT AND

VERIFY EXACT NUMBER, TYPE AND LOCATION WITH UTILITY

SHALL BE KEPT PROPERLY TUNED.

DUST CONTROL FOR THE SITE, SO AS NOT TO CREATE

RESPONSIBLE FOR OBTAINING REQUIRED PERMITS.

PAINTING, ETC.) AS REQUIRED BY THE FIRE DEPARTMENT.

BARRICADES, TEMPORARY GUARD RAILS, AND CANOPIES

BLOCKBLK.

CONT. CONTINUOUS

HEADERHDR.

WD. WOOD

POUNDS PER SQUARE INCHP.I.S.

± 44,400 S.F.

(± 1.02 AC)

68,134 S.F.

E.J. EXPANSION JOINTS

C.J. CONTROL JOINT

ARCHITECTURAL:

CIVIL:

SHEET 1 OF 1

POTENTIAL PROBLEMS TO THE ARCHITECT, PRIOR TO PROCEEDING.
COMMENCING THE WORK. REPORT ANY DISCREPANCIES AND / OR
VERIFYING ALL DIMENSIONS AND CONDITIONS THEREON BEFORE
THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR

750 W. BASIN RD. SAN
PEDRO, CA.

OWNERS:

ARCHITECT/ELECTRICAL/
MECHANICAL ENGINEER:

13854 GRANVILLE DR
POWAY, CA 92064
(858) 243- 5223
CHARLES@FIELDCORP.NET
ATTN: CHARLES D. FIELD, III

FIELD ARCHITECTURAL
CORPORATION, INC.

CONSULTANTS:

CIVIL ENGINEER:

750 W. BASIN RD. SAN PEDRO, CA.

TOTAL PARKING PROVIDED:................... 34 STALLS

NOTICE TO CONTRACTOR

IMPORTANT NOTICE

Two working days before you dig.
TOLL FREE 1-800-422-4133
Underground Service Alert

For your Dig Alert I.D. Number call
"Permit to Excavate" will be valid.

Number be issued before a
Code requires a Dig Alert Identification
Section 4216/4217 of the Government

UTILITIES, SHOWN OR NOT SHOWN HEREON.
RESPONSIBLE FOR DAMAGE TO ANY PUBLIC OR PRIVATE

UTILITIES, PIPES, AND/OR STRUCTURES AND SHALL BE
VERTICAL AND HORIZONTAL LOCATION AND SIZE OF ALL

THE CONTRACTOR SHALL ASCERTAIN THE TRUE

DISABLED ACCESS NOTE COMPLIANCE

I AM THE DESIGNER/OWNER IN RESPONSIBLE CHARGE OF THIS TENET IMPROVEMENT PROJECT: I
HAVE INSPECTED THE SITE/PREMISES AND DETERMINED THAT EXISTING CONDITIONS.

ARE
AS IMPROVED PER THESE PLANS, WILL BE

IN FULL COMPLIANCE WITH CURRENT SITE ACCESSIBILITY REQUIREMENTS TO THE EXTENT REQUIRED
BY LAW.

I AM THE DESIGNER/OWNER IN RESPONSIBLE CHARGE OF THIS ADDITION/ALTERATION PROJECT: I
HAVE INSPECTED THE SITE/PREMISES AND DETERMINED THAT EXISTING RESTROOM(S) SERVING
AREA(S) OF ALTERATION

AS IMPROVED PER THESE PLANS WILL BE
FULLY ACCESSIBLE ACCORDING TO CURRENT REQUIREMENTS.

DESIGNER

IF THE BUILDING INSPECTRO DETERMINES NOCOMPLIANCE WITH ANY CURRENT ACCESSIBLITY
PROVISIONS OF THE LAW, HE/SHE SHALL REQUIRE SUBMITTAL OF COMPLETE AND DETAILED PLANS TO THE
BUILDING DEVELOPMENT REVIEW DIVISION OF THE DEVELOPMENT SERVICES DEPARTMENT FOR FURTHER
REVIEW. PLANS MUST CLEARLY SHOW ALL EXISTING NON-COMPLYING CONDITIONS
AFFECTED BY THE REMOLDEL (INCLUDING SITE PLAN, FLOOR PLAN, DETAILS, ETC.) AND PROPOSED
MODIFICATIONS OF DEFICIENCIES TO MEET CURRENT ACCESSIBILITY PROVISIONS. THE PLANS MUST
BE STAMPED BY THE FIELD INSPECTOR PROIR TO SUBMITTAL FOR PLAN REVIEW.

DESIGNER

ARE

PLSA
535 N HWY 101, SUITE A
SOLANA BEACH, CA 92075
858-259-8212 (PH)
858-259-4812 (FX)
tlawsn@plsaengineering.com
ATTN: TYLER LAWSON

Drawing List
Sheet

Number Sheet Name
Sheet

Issue Date

A0.0 COVER SHEET 03/01/09
A0.1 ADA NOTES
A1.0 SITE PLAN
A1.1 EXISTING SITE

SURVEY
08/03/10

A1.2 SITE DETAILS 11/07/09
A2.0 OVERALL FLOOR

PLANS
04/04/10

A2.1 SECOND FLOOR
PLAN

06/11/10

A2.2 THIRD FLOOR PLAN 06/11/10
A3.0 ROOF PLAN 04/03/10
A4.0 EXTERIOR

ELEVATIONS
03/16/10

A4.1 EXTERIOR
ELEVATIONS

03/18/10

A4.2 COLOR ELEVATIONS 04/17/10
A4.3 COLOR ELEVATIONS 04/18/10

No. Description Date

GRADING PLAN

SUMMARY

PROPOSED

SITE AREA:..........................................................

BUILDING 1 (ONE STORY): ..................................... 3,920 S.F.

± 44,400 S.F.

EXISTING

BUILDING 2 FIRST FLOOR: ..................................... 2,160 S.F.

SECOND  FLOOR: .................................. 720 S.F.

WASH BAY (ONE STORY): ......................................... 816 S.F.

TOTAL EXISTING BUILDING AREA ......................... 7,616 S.F.

(± 1.02 AC)

http://www.fieldcorp.net
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GENERAL

SANITARY FACILITIES

SITE DEVELOPMENT

WALKS & SURFACES

PARKING
PARKING CONTINUED

GENERAL

SINGLE ACCOMMODATION FACILITIES

SANITARY FACILITY FIXTURES & ACCESSORIES

GRAB BARS

ENTRANCE, EXITS & DOORS

SITE DEVELOPMENT AND GRADING SHALL BE DESIGNED TO PROVIDE ACCESS TO ALL ENTRANCES AND EXTERIOR
GROUND FLOOR EXITS, AND ACCESS TO NORMAL PATHS OF TRAVEL, AND WHERE NECESSARY TO PROVIDE
ACCESS, SHALL INCORPORATE PEDESTRIAN RAMPS, CURB RAMPS, ETC.  SEC. 1127B.1

AN ACCESSIBLE ROUTE SHALL BE PROVIDED TO ALL PORTIONS OF THE BUILDING, TO ACCESSIBLE BUILDING
ENTRANCES, CONNECTING ACCESSIBLE PEDESTRIAN WALKWAYS AND THE PUBLIC WAY.  SEC. 1103.2.2.

WHEN MORE THAN ONE BUILDING OR FACILITY IS LOCATED ON A SITE, ACCESSIBLE ROUTES OF TRAVEL SHALL
BE PROVIDED BETWEEN BUILDINGS AND ACCESSIBLE SITE FACILITIES.  SEC. 1103.2.2.

AT EVERY PRIMARY PUBLIC ENTRANCE AND AT EVERY MAJOR JUNCTION ALONG OR LEADING TO AN ACCESSIBLE
ROUTE OF TRAVEL, THERE SHALL BE A SIGN DISPAYING THE INTERNATIONAL SYMBOL OF ACCESSIBILITY.  SIGNS
SHALL INDICATE THE DIRECTION TO ACCESSIBLE BUILDING ENTRANCES AND FACILITIES AND SHALL COMPLY
WITH THE REQUIREMENTS FOUND IN SECTIONS 1117B.5 THROUGH 1117B.5.9.  SEC. 1127B.3.

WATER MAINS, HYDRANTS, AND ACCESS ROADS SHALL BE ESTABLISHED TO PROVIDE FIRE SAFETY DRUING
CONSTRUCTION IN ACCORDANCE WITH CFC ARTICLE 81 SECTION 8704.

1.

WALKS AND SIDEWALKS SHALL HAVE A CONTINUOUS COMMON SURFACE, NOT INTERRUPTED BY STEPS OR BY
ABRUPT CHANGES IN LEVEL EXCEEDING 1/2", AND SHALL BE A MINIMUM OF 48" IN WIDTH.  SEC. 1133B.7.1.

WHEN ABRUPT CHANGES IN LEVEL NOT EXCEEDING 1/2" OCCUR, THEY SHALL BE BEVELED WITH A SLOPE NO
GREATER THAN 1:2, EXCEPT THAT LEVEL CHANGES NOT EXCEEDING 1/4" MAY BE VERTICAL.  SEC. 1133B.7.4

ABRUPT CHANGES IN LEVEL ALONG ANY ACCESSIBLE ROUTE EXCEEDING 1/2" SHALL COMPLY WITH THE
REQUIREMENTS FOR CURB RAMPS.  SEC. 1133B.7.4.

WHEN THE SLOPE IN THE DIRECTION OF TRAVEL OF ANY WALK EXCEEDS 1 VERTICAL TO 20 HORIZONTAL IT
SHALL COMPLY WITH THE PROVISIONS OF SECTION 1133B.5 AS A PEDESTRIAN RAMP.  SEC.
1133B.7.3.
WALK AND SIDEWALK SURFACE CROSS SLOPES SHALL NOT EXCEED 1/4" PER FOOT.  SEC. 1133B.7.1.3.

WALKS SHALL BE PROVIDED WITH A LEVEL AREA NOT LESS THAN 60" BY 60" AT A DOOR OR GATE THAT SWINGS
TOWARD THE WALK, AND NOT LESS THAN 48" WIDE BY 44" DEEP AT A DOOR OR GATE THAT SWINGS AWAY
FROM THE WALK.  SEC. 1133B.7.5.

WALKS SHALL EXTEND A MINIMUM OF 24" TO THE SIDE OF THE STRIKE EDGE OF A DOOR OR GATE THAT SWINGS
TOWARD THE WALK.  SEC. 1133B.7.5.

ALL WALKS WITH CONTINUOUS GRADIENTS SHALL HAVE LEVEL AREAS AT LEAST 5' IN LENGTH AT INTERVALS OF
AT LEAST EVERY 400'.  SEC. 1133B.7.6.

WALK AND SIDEWALK SURFACES WITH A SLOPE OF LESS THAN 6% GRADIENT SHALL BE AT LEAST AS
SLIP-RESISTANT AS THAT DESCRIBED AS A MEDIUM SALTED FINISH.  SEC 1133B.7.1.1.

WALK AND SIDEWALK SURFACES WITH A SLOPE OF 6% OR MORE GRADIENT SHALL BE AT LEAST AS
SLIP-RESISTANT.  SEC. 1133B.7.1.2.

WALKS, SIDEWALKS, AND PEDESTRIAN WAYS SHALL BE FREE OF GRATINGS WHENEVER POSSIBLE.  FOR GRATINGS
LOCATED IN THE SURFACE OF ANY OF THESE AREAS, GRID OPENINGS IN GRATINGS SHALL BE LIMITED TO 1/2" IN
THE DIRECTION OF TRAFFIC FLOW.  SEC. 1133B.7.2 & FIG. 11B-7B (A).

2.

3.

4.

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

PROVIDE DISABLED PARKING SPACES AS REQUIRED BY SEC. 1108.1, APPENDIX CHAPTER 11.

AT FACILITIES PROVIDING MEDICAL CARE AND OTHER SERVICES FOR PERSONS WITH MOBILITY IMPAIRMENTS,
PARKING SPACES COMPLYING WITH SECTION 1129B.3 SHALL BE PROVIDED IN ACCORDANCE WITH TABLE 11B-6
EXCEPT AS FOLLOWS: SEC 1129B.1.

     OUTPATIENT UNITS AND FACILITIES: 10% OF THE TOTAL NUMBER OF PARKING SPACES PROVIDED SERVING
     EACH SUCH OUTPATIENT UNIT FACILITY.  SEC 1129B.3.1.

     UNITS AND FACILITIES THAT SPECIALIZE IN TREATMENT OR SERVICES FOR PERSONS WITH MOBILITY
     IMPAIRMENTS:  20% OF THE TOTAL NUMBER OF PARKING SPACES PROVIDED SERVING EACH SUCH UNIT OR
     FACILITY.  SEC. 1129B.3.2.

EACH LOT OR PARKING STRUCTURE WHERE PARKING IS PROVIDED FOR THE PUBLIC AS CLIENTS, GUESTS OR
EMPLOYEES, SHALL PROVIDE ACCESSIBLE PARKING AS REQUIRED BY THIS SECTION. SEC. 1129B.1

ACCESSIBLE PARKING SPACES SERVING A PARTICULAR BUILDING SHALL BE LOCATED AS NEAR AS PRACTICAL TO A
PRIMARY ENTRANCE AND ON THE SHORTEST ACCESSIBLE ROUTE OF TRAVEL FROM ADJACENT PARKING TO A
PRIMARY ENTRANCE. IN PARKING FACILITIES THAT DO NOT SERVE A PARTICULAR BUILDING, ACCESSIBLE PARKING
SHALL BE LOCATED ON THE SHORTEST ACCESSIBLE ROUTE OF TRAVEL TO AN ACCESSIBLE PEDESTRIAN
ENTRANCE OF THE PARKING FACILITY.  IN BUILDINGS WITH MULTIPLE ACCESSIBLE ENTRANCES WITH ADJACENT
PARKING, ACCESSIBLE PARKING SPACE SHALL BE DISPERSED AND LOCATED CLOSEST TO THE ACCESSIBLE
ENTRANCES.  SEC. 1129B.1.

WHERE SINGLE ACCESSIBLE PARKING SPACES ARE PROVIDED, THEY SHALL BE 14' WIDE AND OUTLINED TO
PROVIDE A 9' PARKING AREA AND A 5' LOADING AND UNLOADING ACCESS AISLE ON THE PASSENGER SIDE OF
THE VEHICLE.  WHEN MORE THAN ONE ACCESSIBLE PARKING SPACE IS PROVIDED IN LIEU OF PROVIDING A 14'
WIDE SPACE FOR EACH PARKING SPACE, TWO SPACES CAN BE PROVIDED WITH A 23' WIDE AREA LINED TO
PROVIDE A 9' PARKING AREA ON EACH SIDE OF A 5' LOADING AND UNLOADING ACCESS AISLE IN THE CENTER.
THE MINIMUM LENGTH OF AN ACCESSIBLE PARKING SPACE SHALL BE 18'.  SEC.1129B.4.1 + FIG. 11B-18A.

ONE IN EVERY EIGHT ACCESSIBLE SPACES, BUT NOT LESS THAN ONE, SHALL BE SERVED BY AN ACCESS AISLE 96"
WIDE MINIMUM PLACED ON THE SIDE OPPOSITE THE DRIVERS SIDE WHEN THE VEHICLE IS GOING FORWARD
INTO THE PARKING SPACE AND SHALL BE DESIGNATED VAN ACCESSIBLE.  ALL SUCH SPACES MAY BE GROUPED
ON ONE LEVEL OF A PARKING STRUCTURE.  SEC. 1129B.4.2 + FIG. 11B-18B.

SURFACE SLOPES OF ACCESSIBLE PARKING SPACES SHALL BE THE MINIMUM POSSIBLE AND SHALL NOT EXCEED 1
UNIT VERTICAL TO 50 UNITS HORIZONTAL IN ANY DIRECTION.  SEC. 1129.B.4.4.

ALL ENTRANCES TO AND VERTICAL CLEARANCES WITHIN PARKING STRUCTURES SHALL HAVE A MINIMUM
VERTICAL CLEARANCE OF 8'-2" WHERE REQUIRED FOR ACCESSIBILITY TO ACCESSIBLE PARKING SPACES.
SEC.1130B.

IN EACH PARKING AREA, A BUMPER OR CURB SHALL BE PROVIDED AND LOCATED TO PREVENT ENCROACHMENT
OF CARS OVER THE REQUIRED WIDTH OF WALKWAYS.  ALSO, THE SPACE SHALL BE SO LOCATED THAT PERSONS
WITH DISABILITIES ARE NOT COMPELLED TO WHEEL OR WALK BEHIND PARKED CARS OTHER THAN THEIR OWN.
PEDESTRIAN WAYS WHICH ARE ACCESSIBLE TO PEOPLE WITH DISABILITIES SHALL BE PROVIDED FROM EACH SUCH
PARKING SPACE TO RELATED FACILITIES, INCLUDING CURB CUTS OR RAMPS AS NEEDED.  RAMPS SHALL NOT
ENCROACH INTO ANY ACCESSIBLE PARKING SPACE OR THE ADJACENT ACCESS AISLE.  THIS MAXIMUM CROSS
SLOPE IN ANY DIRECTION OF AN ACCESSIBLE PARKING SPACE AND ADJACENT ACCESS AISLE SHALL NOT EXCEED
2%.  SEC. 1129B.4.3.

EACH PARKING SPACE RESERVED FOR PERSONS WITH DISABILITIES SHALL BE IDENTIFIED BY A REFLECTORIZED
SIGN PERMANENTLY POSTED IMMEDIATELY ADJACENT TO AND VISIBLE FROM EACH STALL OR SPACE,
CONSISTING OF A PROFILE VIEW OF A WHEELCHAIR WITH OCCUPANT IN WHITE ON DARK BLUE BACKGROUND.
THE SIGN SHALL NOT BE SMALLER THAN 70 SQUARE INCHES IN AREA AND, WHEN IN A PATH OF TRAVEL, SHALL
BE POSTED AT A MINIMUM HEIGHT OF 80" FROM THE BOTTOM OF THE SIGN TO THE PARKING SPACE FINISHED
GRADE.
SIGNS TO IDENTIFY ACCESSIBLE PARKING SPACES MAY BE CENTERED ON THE WALL AT THE INTERIOR END OF
THE PARKING SPACE AT A MINIMUM HEIGHT OF 36" FROM THE PARKING SPACE FINISHED GRADE, GROUND OR
SIDEWALK.  VAN ACCESSIBLE PARKING SPACES SHALL HAVE AN ADDITIONAL SIGN STATING "VAN-ACCESSIBLE"
MOUNTED BELOW THE SYMBOL OF ACCESSIBILITY.
AN ADDITIONAL SIGN SHALL ALSO BE POSTED, IN A CONSPICUOUS PLACE, AT EACH ENTRANCE TO OFF-STREET
PARKING FACILITIES, OR IMMEDIATELY ADJACENT TO AND VISIBLE FROM EACH STALL OR SPACE.  THE SIGN SHALL
BE NOT LESS THAN 1" IN HEIGHT, WHICH CLEARLY AND CONSPICUOUSLY STATES THE FOLLOWING:
"UNAUTHORIZED VEHICLES PARKED IN DESIGNATED ACCESSIBLE SPACES NOT DISPLAYING DISTINGUISHING
PLACARDS OR LICENSE PLATES ISSUED FOR PERSONS WITH DISABILITIES MAY BE TOWED AWAY AT OWNER'S
EXPENSE.  TOWED VEHICLES MAY BE RECLAIMED BY TELEPHONING ENCINITAS CITY POLICE DEPARTMENT

NOTE: BLANK SPACES ARE TO BE FILLED IN WITH APPROPRIATE INFORMATION AS A
PERMANENT PART OF THE SIGN

THE SURFACE OF EACH ACCESSIBLE PARKING SPACE OR STALL SHALL HAVE A
SURFACE IDENTIFICATION DUPLICATING EITHER OF THE FOLLOWING SCHEMES:
SEC. 1129B.5.
     BY OUTLINING OR PAINTING THE STALL OR SPACE IN BLUE AND
OUTLINING ON THE GROUND IN THE STALL

     OR SPACE IN WHITE OR SUITABLE CONTRASTING COLOR A PROFILE VIEW
DEPICTING A WHEELCHAIR WITH
     OCCUPANT;

     BY OUTLINING A PROFILE VIEW OF A WHEELCHAIR WITH OCCUPANT
IN WHITE ON BLUE BACKGROUND.  THE

     PROFILE VIEW SHALL BE LOCATED SO THAT IT IS VISIBLE TO A
TRAFFIC ENFORCEMENT OFFICER WHEN A

     VEHICLE IS PROPERLY PARKED IN THE SPACE AND SHALL BE 36" HIGH
BY 36" WIDE.  SEE FIGURES 11B-18A
     THROUGH 11B-18C.
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11. WHERE PROVIDED, ONE PASSENGER DROP-OFF AND LOADING ZONE SHALL PROVIDE AN ACCESS AISLE AT LEAST 60"
WIDE AND 20' LONG ADJACENT AND PARALLEL TO THE VEHICLE PULL-UP SPACE.  SUCH ZONES SHALL BE LOCATED ON
A SURFACE WITH A SLOPE NOT EXCEEDING 1 VERTICAL IN 50 HORIZONTAL.  IF THERE ARE CURBS BETWEEN THE ACCESS
AISLE AND THE VEHICLE PULL-UP SPACE, THEN A CURB RAMP SHALL BE PROVIDED.  SEC. 1131B.2.1

WHEN PROVIDED, PASSENGER DROP-OFF AND LOADING ZONES SHALL BE LOCATED ON AN ACCESSIBLE ROUTE OF
TRAVEL.  SEC. 1131B.1.

PROVIDE MINIMUM VERTICAL CLEARANCE OF 9'-6" AT ACCESSIBLE PASSENGER LOADING ZONES AND ALONG AT LEAST
ONE VEHICLE ACCESS ROUTE TO SUCH AREAS FROM SITE ENTRANCES AND EXITS.  SEC. 1131B2.2.

VALET PARKING FACILITIES SHALL PROVIDE A PASSENGER LOADING ZONE COMPLYING WITH SEC. 1131B.2 ABOVE AND
SHALL BE LOCATED ON AN ACCESSIBLE ROUTE TO THE ENTRANCE OF THE FACILITY.  THE PARKING SPACE
REQUIREMENTS OF SECTIONS 1129B THROUGH 1130B APPLY TO FACILITIES WITH VALET PARKING. SEC. 1131B.3.
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13.

14.

A.

B.

SANITARY FACILITIES THAT SERVE BUILDINGS, FACILITIES OR PORTIONS OF BUILDINGS OR FACILITIES THAT ARE REQUIRED TO
BE ACCESSIBLE TO PERSONS WITH DISABILITIES ARE REQUIRED TO BE ACCESSIBLE.  SEC. 1115B.1.

WHERE SEPARATE FACILITIES ARE PROVIDED FOR NON-DISABLED PERSONS OF EACH SEX, SEPARATE FACILITIES SHALL BE
PROVIDED FOR PERSONS WITH DISABILITIES OF EACH SEX ALSO.  WHERE UNISEX FACILITIES ARE PROVIDED FOR PERSONS
WITHOUT DISABILITIES, AT LEAST ONE UNISEX FACILITY SHALL BE PROVIDED FOR PERSONS WITH DISABILITIES WITHIN CLOSE
PROXIMITY TO THE NON ACCESSIBLE FACILITY.  SEC. 1115B.2 + FIG. 11B-1A.

WHERE FACILITIES ARE TO BE USED SOLELY BY SMALL CHILDREN, THE SPECIFIC HEIGHTS MAY BE ADJUSTED TO MEET THEIR
ACCESSIBILITY NEEDS.  SEC. 1115B.3.

DOORWAYS LEADING TO MEN'S SANITARY FACILITIES SHALL BE IDENTIFIED BY AN EQUILATERAL TRIANGLE 1/4" THICK WITH
EDGES 12" LONG AND A VERTEX POINTING UPWARD.  WOMEN'S SANITARY FACILITIES SHALL BE IDENTIFIED BY A CIRCLE 1/4"
THICK AND 12" IN DIAMETER.  SEC. 1115B.5.

UNISEX SANITARY FACILITIES SHALL BE IDENTIFIED BY A CIRCLE 1/4" THICK, 12" DIAMETER, WITH A 1/4" THICK TRIANGLE
SUPERIMPOSED ON THE CIRCLE AND WITHIN THE 12" DIAMETER.  SEC. 1115B.5.

GEOMETRIC (CIRCLE AND TRIANGLE) SYMBOLS ON SANITARY FACILITY DOOR SHALL BE CENTERED ON THE DOOR AT A
HEIGHT OF 60" AND THEIR COLOR AND CONTRAST SHALL BE DISTINCTLY DIFFERENT FROM THE COLOR AND CONTRAST OF
THE DOOR.  SEC. 1115B.5.

ADDITIONAL SIGNAGE REQUIREMENTS: CONTRACTED GRADE 2 BRAILLE SHALL BE USED WHEREVER BRAILLE IS REQUIRED IN
CONFORMANCE WITH SECTION 1117B.5.6.  THEY SHALL BE INSTALLED ON THE WALL ADJACENT TO THE LATCHES OUTSIDE
OF THE DOOR.  WHERE THERE IS NO WALL SPACE ON THE LATCH SIDE, INCLUDING AT DOUBLE LEAF DOORS, SIGNS SHALL
BE PLACED  ON THE NEAREST ADJACENT WALL, PREFERABLY ON THE RIGHT.  MOUNTING HEIGHT SHALL BE 60" ABOVE THE
FINISH FLOOR TO THE CENTER LINE OF THE SIGN.  MOUNTING LOCATION SHALL BE DETERMINED SO THAT A PERSON MAY
APPROACH WITHIN 3 INCHES OF SIGNAGE WITHOUT ENCOUNTERING PROTRUDING OBJECTS OR STANDING WITHIN THE
SWING OF A DOOR.  SEC. 1117B.5.7.
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THERE SHALL BE SUFFICIENT SPACE IN THE TOILET ROOM FOR A WHEELCHAIR MEASURING 30" WIDE BY 48" LONG TO ENTER
THE ROOM AND PERMIT THE DOOR TO CLOSE.  SEC. 1115B.7.2.

THERE SHALL BE IN THE ROOM A CLEAR FLOOR SPACE OF AT LEAST 60" IN DIAMETER, OR A T-SHAPED SPACE COMPLY WITH
FIGURES 31-12(A) OR (B).  NO DOOR SHALL ENCROACH INTO THIS SPACE FOR MORE THAN 12" EXCEPT FOR THE PANEL
DOOR TO ANY WATER CLOSET COMPARTMENT IF THERE IS ONE.  SEC. 1115B.7.2 + FIG. 11B-1A.

THE WATER CLOSET SHALL BE LOCATED IN A SPACE WHICH PROVIDES A MINIMUM 28" WIDE CLEAR SPACE FROM A FIXTURE
OR A MINIMUM 32" WIDE CLEAR SPACE FROM A WALL AT ONE SIDE.  THE OTHER SIDE SHALL PROVIDE 18" FROM THE
CENTERLINE OF THE WATER CLOSET TO THE WALL.  A MINIMUM 48" CLEAR SPACE SHALL BE PROVIDED IN FRONT OF THE
WATER CLOSET.  SEC. 1115B.7.2.

ALL DOORS, FIXTURES AND CONTROLS SHALL BE ON AN ACCESSIBLE ROUTE WITH A MINIMUM CLEAR WIDTH OF 36" EXCEPT
AT DOORS.  IF A PERSON IN A WHEELCHAIR MUST MAKE A TURN AROUND AN OBSTRUCTION, PROVIDE THE MINIMUM CLEAR
WIDTH OF THE ACCESSIBLE ROUTE SHALL BE AS SHOWN IN FIGURE 11B-5E.  SEC. 1115B.7.2.
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THE HEIGHT OF ACCESSIBLE WATER CLOSETS SHALL BE A MINIMUM OF 17" AND A MAXIMUM OF 19" MEASURED TO THE TOP
OF A MAXIMUM 2" HIGH TOILET SEAT, EXCEPT THAT 3" SEATS SHALL BE PERMITTED ONLY IN ALTERATIONS WHERE THE
EXISTING FIXTURE IS LESS THAN 15" HIGH.  SEC. 1115B.2.1 + FIG. 11B-1A.

A CLEAR FLOOR SPACE 30" BY 48" COMPLYING WITH SECTION 1118B.4 SHALL BE PROVIDED IN FRONT OF A LAVATORY TO
ALLOW A FORWARD APPROACH.  SUCH CLEAR FLOOR SPACE SHALL ADJOIN OR OVERLAP AN ACCESSIBLE ROUTE AND SHALL
EXTEND INTO KNEE AND TOE SPACE UNDERNEATH THE LAVATORY.  SEC. 1115B.9.1.1

LAVATORIES ADJACENT TO A WALL OR PARTITION SHALL BE MOUNTED WITH A MINIMUM DISTANCE OF 18" TO THE CENTER
LINE OF THE FIXTURE. ALL ACCESSIBLE LAVATORIES SHALL BE MOUNTED WITH THE RIM OR COUNTER SURFACE NO HIGHER
THAN 34" ABOVE THE FINISHED FLOOR AND WITH A VERTICAL CLEARANCE MEASURED FROM THE BOTTOM OF THE APRON
OR OUTSIDE BOTTOM EDGE OF THE LAVATORY OF 29" REDUCING TO 27" AT A POINT LOCATED 8" BACK FROM THE EDGE.
KNEE CLEARANCE BELOW THE LAVATORY SHALL EXTEND A MINIMUM OF 30" IN WIDTH BY 17" IN DEPTH.  SEC. 1115B.2.1.2.1
+ FIG. 11B-10D.

HOT WATER AND DRAIN PIPES ACCESSIBLE UNDER LAVATORIES SHALL BE INSULATED OR OTHERWISE COVERED.  THERE SHALL
BE NO SHARP OR ABRASIVE SURFACES UNDER LAVATORIES.  SEC. 1115B.2.1.2.2

WHERE URINALS ARE PROVIDED, AT LEAST ONE SHALL HAVE A CLEAR FLOOR SPACE 30" BY 48" IN FRONT OF THE URINAL TO
ALLOW FORWARD APPROACH.  SEC. 1115B.9.4.

WHERE ONE OR MORE URINALS ARE PROVIDED, AT LEAST ONE WITH A RIM PROJECTING A MINIMUM OF 14" AND A MAXIMUM
OF 17" FROM THE WALL AND AT A MAXIMUM OF 17" ABOVE THE FLOOR SHALL BE PROVIDED.  SEC. 1115B.2.1.1.1

CONTROLS SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT REQUIRE TIGHT GRASPING, PINCHING OR TWISTING.
CONTROLS FOR FLUSH VALVES SHALL BE MOUNTED ON THE WIDE SIDE OF TOILET AREAS, NO MORE THAN 44" ABOVE THE
FLOOR.  SEC. 1115B.2.1.2

THE FORCE REQUIRED TO ACTIVATE WATER CLOSET AND URINAL FLUSH VALVE CONTROLS, AND FAUCET AND OPERATING
MECHANISM CONTROLS, SHALL BE NO GREATER THAN 5 LBF.  SEC. 1115B.2.1.1.2, 1115B.2.1.2.1 & 1117B.6.4.

SELF-CLOSING FAUCET CONTROL VALVES ARE ALLOWED IF THE FAUCET REMAINS OPEN FOR AT LEAST 10 SECONDS.  SEC.
1115B.2.1.2.1 & 1115B.2.1.6.1.

MIRRORS SHALL BE MOUNTED WITH THE BOTTOM EDGE NO HIGHER THAN 40" FROM THE FLOOR.  SEC. 1115B.9.1.2.

WHERE TOWELS, SANITARY NAPKINS, WASTE RECEPTACLES, AND OTHER SIMILAR DISPENSING AND DISPOSAL FIXTURES ARE
PROVIDED, AT LEAST ONE OF EACH TYPE SHALL BE LOCATED WITH ALL OPERABLE PARTS, INCLUDING COIN SLOTS, WITHIN
40" FROM THE FINISHED FLOOR.  SEC. 1115B.9.2.

TOILET TISSUE DISPENSERS SHALL BE LOCATED ON THE WALL WITHIN 12" OF THE FRONT EDGE OF THE TOILET SEAT AND NO
LOWER THAN 19" FROM THE FLOOR TO THE CENTER OF THE DISPENSER.  DISPENSERS THAT CONTROL DELIVERY OR THAT DO
NOT PERMIT CONTINUOUS PAPER FLOW SHALL NOT BE USED.  SEC. 1115B.9.3.

IN OTHER THAN DWELLING UNITS, TOILET ROOM FLOORS SHALL HAVE A SMOOTH, HARD, NON-ABSORBENT SURFACE SUCH
AS PORTLAND CEMENT, CONCRETE, CERAMIC TILE OR OTHER APPROVED MATERIAL WHICH EXTENDS UPWARD ONTO THE
WALLS AT LEAST 5".  WALLS WITHIN WATER CLOSET COMPARTMENTS AND WALLS WITHIN 24" OF THE FRONT AND SIDES OF
URINALS SHALL BE SIMILARLY FINISHED TO A HEIGHT OF 48" AND, EXCEPT FOR STRUCTURAL ELEMENTS, THE MATERIALS USED
IN SUCH WALLS SHALL BE A TYPE WHICH IS NOT ADVERSELY AFFECTED BY MOISTURE.  SEC. 1115B.9.5.
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GRAB BARS SHALL BE LOCATED ON EACH SIDE, OR ON ONE SIDE AND THE BACK OF THE ACCESSIBLE TOILET STALL OR
COMPARTMENT, SHALL BE SECURELY ATTACHED 33" ABOVE AND PARALLEL TO THE FLOOR, EXCEPT THAT WHERE A
TANK-TYPE TOILET IS USED WHICH OBSTRUCTS PLACEMENT AT 33", THE GRAB BAR MAY BE AS HIGH AS 36".  GRAB BARS
AT THE SIDE SHALL BE AT LEAST 42" LONG WITH THE FRONT END POSITIONED 24" IN FRONT OF THE WATER CLOSET.
GRAB BARS AT THE BACK SHALL BE NOT LESS THAN 36" LONG. SEC. 1115B.8.1 + FIG. 11B-1A THRU 11B-1C.

THE DIAMETER OR WIDTH OF THE GRIPPING SURFACES OF A GRAB BAR SHALL BE 1-1/4" TO 1-1/2" OR THE SHAPE SHALL
PROVIDE AN EQUIVALENT GRIPPING SURFACE.  IF GRAB BARS ARE MOUNTED ADJACENT TO A WALL, THE SPACE BETWEEN
THE WALL AND THE GRAB BARS SHALL BE 1-1/2".  SEC. 1115B.8.2.

THE STRUCTURAL STRENGTH OF GRAB BARS , TUB AND SHOWER SEATS, FASTENERS, AND MOUNTING DEVICES SHALL
MEET THE FOLLOWING SPECIFICATIONS:  SEC. 1115B.8.3.

     BENDING STRESS IN A GRAB BAR OR SEAT INDUCED BY THE MAXIMUM BENDING MOMENT FROM
     THE APPLICATION OF A 250 LB. POINT LOAD SHALL BE LESS THAN THE ALLOWABLE STRESS FOR
     THE MATERIAL OF THE GRAB BAR OR SEAT. SEC. 1115B.8.3.1.

     SHEAR STRESS INDUCED IN A GRAB BAR OR SEAT BY THE APPLICATION OF A 250 LB. POINT LOAD
     SHALL BE LESS THAN THE ALLOWABLE SHEAR STRESS FOR THE MATERIAL OF THE GRAB BAR OR
     SEAT, AND ITS MOUNTING BRACKET OR OTHER SUPPORT IS CONSIDERED TO BE FULLY
     RESTRAINED, THEN DIRECT AND TORSIONAL SHEAR STRESSES SHALL NOT EXCEED THE
     ALLOWABLE SHEAR STRESS. SEC. 1115B.8.3.2.

     SHEAR FORCE INDUCED IN FASTENER OR MOUNTING DEVICES FROM THE APPLICATION OF A
     250 LB. POINT LOAD SHALL BE LESS THAN THE ALLOWABLE LATERAL LOAD OF EITHER THE
     FASTENER OR MOUNTING DEVICE OR THE SUPPORTING STRUCTURE, WHICHEVER HAS THE
     SMALLER ALLOWABLE LOAD. SEC. 1115B.8.3.3.

     TENSILE FORCE INDUCED IN A FASTENER BY A DIRECT TENSION FORCE OF A 250 LB. POINT
     LOAD, PLUS THE MAXIMUM MOMENT FORM THE APPLICATION OF A 250 LB. POINT LOAD, SHALL
     BE LESS THAN THE ALLOWABLE WITHDRAWAL LOAD BETWEEN THE FASTENER AND SUPPORTING
     STRUCTURE. SEC. 1115B.8.3.4.

     GRAB BARS SHALL NOT ROTATE WITHIN THEIR FITTINGS. SEC. 1115B.8.3.5.

THE GRAB BAR AND ANY WALL OR OTHER SURFACE ADJACENT TO IT SHALL BE FREE OF ANY SHARP OR ABRASIVE
ELEMENTS.  EDGES SHALL HAVE A MINIMUM RADIUS OF 1/8".  SEC. 1115B.8.3.4.
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ALL ENTRANCES AND ALL EXTERIOR GROUND FLOOR EXIT DOORS TO BUILDINGS AND FACILITIES SHALL BE MADE
ACCESSIBLE TO PERSONS WITH DISABILITIES.  SEC. 1133B.1.1.1.1

REVOLVING DOORS SHALL NOT BE USED AS A REQUIRED ENTRANCE FOR PERSONS WITH DISABILITIES.  SEC. 1133B.2.3.3

DURING PERIODS OF PARTIAL OR RESTRICTED USE OF A BUILDING OR FACILITY, THE ENTRANCES USED FOR PRIMARY
ACCESS SHALL BE ACCESSIBLE TO AND USABLE BY PERSONS WITH DISABILITIES.  SEC. 1133B.1.1.1.2

ALL GATES, INCLUDING TICKET GATES, SHALL MEET ALL APPLICABLE ACCESSIBILITY SPECIFICATIONS OF DOORS
SEC. 1133B.1.1.1.4
REGARDLESS OF THE OCCUPANT LOAD SERVED, ALL EXIT DOORS SHALL BE OPENABLE FROM THE INSIDE WITHOUT THE
USE OF A KEY OR ANY SPECIAL KNOWLEDGE OR EFFORT.  SEC. 1003.3.1.8

EXCEPTIONS:  IN GROUP A, DIV. 3, B, F, M AND S OCCUPANCIES AND IN ALL CHURCHES, KEY LOCKING HARDWARE MAY
BE USED ON THE MAIN EXIT WHERE THE MAIN EXIT CONSISTS OF A SINGLE DOOR OR PAIR OF DOORS WHERE THERE IS A
READILY VISIBLE, DURABLE SIGN ON OR ADJACENT TO THE DOOR STATING, "THIS DOOR MUST REMAIN UNLOCKED
DURING BUSINESS HOURS".  THE SIGN SHALL BE IN LETTERS NOT LESS THAN 1" HIGH ON CONTRASTING BACKGROUND.
WHEN UNLOCKED THE DOOR(S) MUST BE FREE TO SWING WITHOUT OPERATION OF ANY LATCHING DEVICE.  SEC.
1003.2.1.8
HAND-ACTIVATED DOOR OPENING HARDWARE SHALL BE CENTERED BETWEEN 30" AND 44" ABOVE THE FLOOR.
LATCHING AND LOCKING DOORS THAT ARE HAND ACTIVATED AND WHICH ARE IN A PATH OF TRAVEL SHALL BE OPERABLE
WITH A SINGLE EFFORT BY LEVER TYPE HARDWARE, PANIC BARS, PUSH-PULL ACTIVATING BARS, OR OTHER HARDWARE
DESIGNED TO PROVIDE PASSAGE WITHOUT REQUIRING THE ABILITY TO GRASP THE OPENING HARDWARE.  LOCKED EXIT
DOORS SHALL OPERATE AS ABOVE IN EGRESS DIRECTION.  DOORS TO INDIVIDUAL HOTEL OR MOTEL UNITS SHALL
OPERATE SIMILARLY, EXCEPT THAT WHEN A BOLT AND UNLATCHING OPERATION IS KEY OPERATED FROM CORRIDOR OR
EXTERIOR SIDE OF UNIT DOOR, LARGE BOW KEYS 2" (FULL BOW) OR 1-1/4" (HALF BOW) SHALL BE PROVIDED IN LIEU OF
LEVER TYPE HARDWARE ON THE CORRIDOR SIDE.  SEPARATE DEAD-LOCK ACTIVATION ON ROOM SIDE OF CORRIDOR
DOORS IN HOTELS OR MOTELS SHALL HAVE LEVER HANDLE OR LARGE THUMB TURN ON AN EASILY REACHED LOCATION.
SEC.1133B.2.5.2

EVERY REQUIRED EXIT DOORWAY SERVING AN OCCUPANT LOAD OF 10 OR MORE SHALL BE OF A SIZE AS TO PERMIT THE
INSTALLATION OF A DOOR NOT LESS THAN 3'-0" IN WIDTH AND NOT LESS THAN 6'-8" IN HEIGHT.  WHERE INSTALLED, EXIT
DOORS SHALL BE CAPABLE OF OPENING SUCH THAT THE CLEAR WIDTH OF THE EXIT IS NOT LESS THAN 32".
SEC. 1003.3.1.3

FOR HINGED DOORS, THE OPENING WIDTH SHALL BE MEASURED WITH THE DOOR POSITIONED AT AN ANGLE OF 90
DEGREES FROM ITS CLOSED POSITION.  SEC. 1133B.2.3

WHERE A PAIR OF DOORS IS UTILIZED, AT LEAST ONE OF THE DOORS SHALL PROVIDE A CLEAR, UNOBSTRUCTED OPENING
WIDTH OF 32" WITH THE LEAF POSITIONED AT AN ANGLE OF 90 DEGREES FROM ITS CLOSED POSITION.  SEC.
1133B.2.3.1
WHEN AN AUTOMATIC DOOR OPERATOR IS UTILIZED TO OPERATE A PAIR OF DOORS, AT LEAST ONE OF THE DOORS
SHALL PROVIDE A CLEAR, UNOBSTRUCTED OPENING WIDTH OF 32" WITH THE LEAF POSITIONED AT AN ANGLE OF 90
DEGREES FROM ITS CLOSED POSITION.  SEC. 1133B.2.3.2

MINIMUM MANEUVERING CLEARANCES AT DOORS SHALL BE PROVIDED. THE FLOOR OR GROUND AREA WITHIN THE
REQUIRED CLEARANCES SHALL BE LEVEL AND CLEAR.  THE LEVEL  AREA SHALL HAVE A LENGTH IN THE DIRECTION OF
DOOR SING OF AT LEAST 60" AND THE LENGTH OPPOSITE THE DIRECTION OF DOOR SWING OF 48" AS MEASURED AT
RIGHT ANGLE TO THE PLANE OF THE DOOR IN ITS CLOSED POSITION SEC. 1133B.2.4.2 + FIG. 11B-26A, 11B-26B.

THE WIDTH OF THE LEVEL AREA ON THE SIDE TO WHICH THE DOOR SWINGS SHALL EXTEND A MINIMUM OF 24" PAST THE
STRIKE EDGE OF THE DOOR FOR EXTERIOR DOORS AND A MINIMUM OF 18" PAST THE STRIKE EDGE FOR INTERIOR DOORS,
AND 12" IS REQUIRED AT THE PUSH SIDE, IF DOOR IS EQUIPPED WITH BOTH LATCH AND CLOSER.  SEC.
1133B.2.4.3 + FIG. 11B-26A.

THE FLOOR OR LANDING SHALL BE NOT MORE THAN 1/2" LOWER THAN THE THRESHOLD OF THE DOORWAY SEC. 1133B.2.4.1

THE SPACE BETWEEN TWO CONSECUTIVE DOOR OPENINGS IN A VESTIBULE, SERVING OTHER THAN A REQUIRED EXIT
STAIRWAY, SHALL PROVIDE A MINIMUM OF 48" OF CLEAR SPACE FROM ANY DOOR OPENING INTO SUCH VESTIBULE WHEN
THE DOOR IS POSITIONED AT AN ANGLE OF 90 DEGREES FROM ITS CLOSED POSITION.  DOORS IN A SERIES SHALL SWING
EITHER IN THE SAME DIRECTION OR AWAY FROM THE SPACE BETWEEN THE DOORS. SEC. 1133B.2.4.4 AND 1127B.3.

THE BOTTOM 10" OF ALL DOORS EXCEPT AUTOMATIC AND SLIDING SHALL HAVE A SMOOTH, UNINTERRUPTED SURFACE
TO ALLOW THE DOOR TO BE OPENED BY A WHEELCHAIR FOOTREST WITHOUT CREATING A TRAP OR HAZARDOUS
CONDITION.  WHERE NARROW FRAME DOORS ARE USED, A 10" HIGH SMOOTH PANEL SHALL BE INSTALLED ON THE PUSH
SIDE OF THE DOOR, WHICH WILL ALLOW THE DOOR TO BE OPENED BY A WHEELCHAIR FOOTREST WITHOUT CREATING A
TRAP OR HAZARDOUS CONDITION.  SEC. 1133B.2.6

RECESSED DOORMATS SHALL BE ADEQUATELY ANCHORED TO PREVENT INTERFERENCE WITH WHEELCHAIR TRAFFIC.
SEC. 1133B.1.1.1.3

MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 5 POUNDS FOR EXTERIOR AND INTERIOR DOORS, SUCH PULL
OR PUSH EFFORT BEING APPLIED AT RIGHT ANGLES TO HINGED DOORS AND AT THE CENTER PLANE OF SLIDING OR
FOLDING DOORS.  COMPENSATING DEVICES OR AUTOMATIC DOOR OPERATORS MAY BE UTILIZED TO MEET THE ABOVE
STANDARDS.  WHEN FIRE DOORS ARE REQUIRED, THE MAXIMUM EFFORT TO OPERATE THE DOOR MAY BE INCREASED TO
THE MAXIMUM ALLOWABLE BY THE APPROPRIATE ADMINISTRATIVE AUTHORITY, NOT TO EXCEED 15 POUNDS.  SEC. 1133B.2.5

WHERE TURNSTILES ARE UTILIZED IN A FACILITY FOR THE PURPOSE OF PROVIDING FULLY CONTROLLED ACCESS, SUCH AS
WHERE AN ADMISSION PRICE IS CHARGED, A DOOR OR GATE THAT IS ACCESSIBLE TO PERSONS WITH DISABILITIES SHALL
BE PROVIDED ADJACENT TO EACH TURNSTILE EXIT OR ENTRANCE.  THIS ALTERNATE PASSAGEWAY SHALL BE MAINTAINED
IN UNLOCKED CONDITION DURING BUSINESS HOURS AND THE DOOR OR GATE SHALL NOT ACTIVATE A PUBLICLY
AUDIBLE ALARM SYSTEM.  WHERE POSTS, RAILS, OR OTHER PEDESTRIAN CONTROLS ARE UTILIZED, THEY SHALL PROVIDE 32"
OF CLEAR OPENING.  SEC. 1133B.2.3.4 & FIG. 11B-5E(A).

AT EVERY PRIMARY PUBLIC ENTRANCE, AND AT EVERY MAJOR FUNCTION AREA ALONG, OR LEADING TO, AN ACCESSIBLE
ROUTE OF TRAVEL, THERE IS TO BE A SIGN DISPLAYING THE INTERNATIONAL SYSMBOL OF ACCESSIBILITY.  SIGNS ARE
REQUIRED TO INDICATE THE DIRECTION TO ACCESSIBLE BUILDING ENTRANCES AND FACILITIES, PER SECTIONS 117B.5.7
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PARKING  TABULATION

PARKING   REQUIREMENTS:

COMERCIAL INDUSTRIAL (WAREHOUSE)

10,000 SF (1:500 SF) =             20 STALLS

41,450 SF (1:5,000 SF) =          9 STALLS

TOTAL PARKING REQUIRED:  29 STALLS

TOTAL PARKING PROVIDED:  29 STALLS

ACCESSIBLE PARKING:

REQUIRED: 1 (1 PER 40 STALLS)

PROVIDED:  1

SITE TABULATION

SITE AREA:.......................................44,341 (1.02 AC.)

BUILDING AREA:...............................68,134 SF

F.A.R. ...............................................1.53

NET STORAGE AREA:.......................51,450 SF

RENTABLE 50,525 SF
OFFICE 925 SF
NET STORAGE/OFFICE 51,450 SF

No. Description Date

PROPSED BUILDING AREAS

BUILDING  A......................................4,835 S.F.

BUILDING  B FIRST FLOOR............18,447 S.F.

BUILDING  B SECOND FLOOR.......19,041 S.F.

BUILDING  B THIRD FLOOR............20,447 S.F.

BUILDING  C FIRST FLOOR..............1,788 S.F.

BUILDING  C SECOND FLOOR.........1,788 S.F.

BUILDING  C THIRD FLOOR..............1,788 S.F.

BUILDING  B TOTAL........................57,935 S.F.

BUILDING  C TOTAL...........................5,364 S.F.

http://www.fieldcorp.net



